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TRANSISTORS - BROADCAST APPLICATIONS
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2804L STUD 450 BAL FLG (A) 450 BAL FLG (B) S 400 BALFLG (4)

205 4L STUD A

400 BALFLG (C) 400 BAL FLG (8) 250 BAL FLG

Television Band IV and V linear Devices

TEST CONDITIONS
Pout Gain IMD* 9
Part Min. Watts Min. Vee Ic freq. Min. 1C Package
Number (PK Sync) dB Volts mA MHz dBc “C/w Qutline
T™VU 0.5 0.5 10.0 20.0 220 860 -58 22.0 280 4L Stud
TVU 0.5A 0.5 95 20.0 150 860 -58 33.0 205 4L Stud
TVU 0.58 0:5 13.0 20.0 150 860 -58 330 205 4L Stud
TVU 001 1.0 10.0 20.0 440 860 -60 12.0 280 4L Stud
TVU 002 2.0 10.0 25.0 410 860 -60 10.0 280 4L Stud
TVU 004 4.0 7.0 25.0 850 860 -60 55 280 4L Stud
TVU 004 4.0 85 95.0 850 860 -60 7.0 980 4L Stud
VU 012 12.0 9.0 96.5 9x0.85 860 -59 1.6 400 8L flg
VU 014 14.0 8.5 5.0 92 x 850 860 -50 25 250 Bal Flg
20.0 8.5 96.5 2x 1350 860 46
TVU 020 - 1.2 400 Bal flg (A)
40.0%% 7.5 28.0 2x 100 860
20.0 8.5 26.5 2x 1350 860 -46
TVU 020A - 1.2 450 Bal flg (B)
40.0** 7.5 28.0 9x100 860 | -
25.0 8.0 25.0 2 x 1600 860 -45 1.0
TVU 025 = 450 Bal fig (A)
50.0** 7.0 28.0 9 x9250 860 |
TVU 100 100.0** 8.5 28.0 2x100 860 | @ 1.0 450 Bal Flg (A)
40.0 11.0 26.5 2 x 3000 860 -58
TVU 150 0.55 400 Bal Flg (C)
150** 10.0 98.0 2x 150 860 |
TVU 150A 150.0 6.5 28.0 2 x 500 860 0.55 450 Bal Fig (B)
Notes: 1 - Refer to individual data sheet for dimensions

* Vision = -8 dB, Sound = -10 dB and Chroma = -16 dB
** 1 dB compression point, PK Sync.
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